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Product Description

Natural Calk LIME MILK COLOUR is a ready-to-use lime-based wall paint
for indoor and outdoor to be diluted with water and possibly to be
pigmented, consisting of a long-seasoned lime putty according to UNI
EN 459-1, natural earths, inorganic oxides and 100% natural additives,
which give the substrate high adhesion. Made up of a particular
crystalline structure. Thanks to the high breathability of the product,
a water balance of the masonry and an optimal microclimate of the
environments is obtained. Natural Calk Lime Milk Colour also has a
natural disinfectant and bactericidal powen, given by the Ph of the
lime of which it is composed, and resists the alkaline aggression. Easy
to apply, with an optimal viscosity index, by brush, roller or spray,

it is safe and non-toxic neither for the operator nor for the treated
environments. It creates no waste and there is no waste. It is rot-
proof. It is fireproof and, in contact with the flame, it does not give off
toxic fumes; it is free from gas and VOC.

PACKS 5 | and 17 | buckets
PACKING Europallet

The company takes on solely responsibility for the product up to the departure of the material from our deposit, while the application, use and processing are the
exclusive responsibility of the customer or the applicatonr.

The company reserves to modify the composition keeping the characteristics naturally unchanged. We decline all responsibility for the incorrect use and application
of materials other than those recommended from the Natural Calk Line.

Arte e Mestieri

sionani Casarsesi, 15 33072 Casarsa della Delizia (PN)
aturalcalk.com
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Features

Yield

3.00-3.50 I/sgm two coats
FIRE REACTION CLASS

UNI EN 13501-1 A1 (FIREPROOF) In contact with the flame, it does not
give off toxic fumes

NATURAL ANTI-MOULD
DIN 53122 STANDARDS 450 g/sqm - 24 h
RESISTANCE TO VAPOUR DIFFUSION 0 140
V.O.C. (VOLATILE ORGANIC SUBSTANCES) UNI EN ISO 16000-9/2006
ISO 16000-6/2011 EXEMPT
TRACTION RESISTANCE 30 Kg/cm2
DURATION and EXPIRY Unlimited, if stored correctly:
in non-freezing rooms and not in direct contact with the sun

taking canre, once the package is opened, that the product is
covered by an amount of water that prevents direct contact with
the air by closing the lid of the bucket tightly

How to use

Shake mechanically with a whisk and dilute before use
By brush, roller or spray

It is diluted with watenr at 25-40%

Fields of use and application

Natunral Calk MILK COLOUR is used to protect Natural Calk TILLICA
COLOUR ALWAYS:

The company takes on solely responsibility for the product up to the departure of the material from our deposit, while the application, use and processing are the
exclusive responsibility of the customer or the applicatonr.

The company reserves to modify the composition keeping the characteristics naturally unchanged. We decline all responsibility for the incorrect use and application

of materials other than those recommended from the Natural Calk Line.

Arte e Mestieri

Via Missionari Casarsesi, 15 33072 Casarsa della Delizia (PN) Natur\alcalk
info@naturalcalk.com
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Apply a coat of white Natural Calk MILK COLOUR or the colour chosen
by the customen, to protect the TILLICA Colounr, preferably by spray,
after waiting a few hours for drying.

Natural Calk MILK COLOUR also applies:

a. Ontheinternal or external surface of NEW WALLS: Application of
Natural Calk MILK COLOUR on the finish of the new wall (mortar,
etc.)

By brush /roller / spray, apply the first coat of Natural Calk
MILK COLOUR, wait until the first coat is almost dry before
applying the second coat, which will be cross-laid for better
product distribution.

b. On the internal or external surface of OLD WALLS:
If the substrates are uneven, it is necessary to prepare the base:

+ removal of old paint (especially if there are many coats of
existing colors) or sanding to remove the parts that detach
and allow the surface to transpire.

consolidation of the surface with Natural Calk Antibacterial
FIXATIVE substance. In the presence of molds, use the Natural
Calk ANTIBACTERIAL DISINFECTANT (be careful not to confuse
the two products)

If necessary, smoothed with Natural Calk SMOOTHING
MORTAR (or, in cases where a better grip is required, with
Natural Calk BIO-SMOOTHING SUBSTANCE), to make the base
homogeneous, and wait for it to dry perfectly at least 24
hours.

+ Then proceed with painting with brush / roller / spray as for
new walls.

c. On pre-finished slabs (PLASTERBOARD, etc.): 1. Preparation of the
base:

apply a coat of acrylic primer for plasterboard

then apply a rough base of Natural Calk BIO-SMOOTHING
MORTAR, thus allowing it to dry penrfectly for at least 24 hours.
Then proceed with painting with brush / roller / spray as for
new walls.

The company takes on solely responsibility for the product up to the departure of the material from our deposit, while the application, use and processing are the
exclusive responsibility of the customer or the applicatonr.

The company reserves to modify the composition keeping the characteristics naturally unchanged. We decline all responsibility for the incorrect use and application
of materials other than those recommended from the Natural Calk Line.

Arte e Mestieri

Via Missionari Casarsesi, 15 33072 Casarsa della Delizia (PN) : Natur\alcalk
info@naturalcalk.com
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MILK COLOUR PLUS is applied on iron surfaces, cement-based skim
coats with chemical additives, and non-lime finishes.

Recommendations

Do not apply with tempenratures of the atmosphenre or of the
substrate below + 5°C or above + 30°C, paying attention to use in
excessively ventilated environments or at risk of rapid drying, and
protect from severe temperature changes. Protect from the rain
outdoors for at least 48 hours.

For climatic reasons, especially on hot and windy days, since the
Colour does not have chemical additives, the phenomenon of “dusting”
could occun, thus giving the impression of failure to anchor the
Colour to the supponrt, which will run out as the Colour based on lime
will ripen (phenomenon of carbonation). The company takes on only
the responsibility of the product until delivery, while the application,
use and processing are the sole responsibility of the customer or the
applicator. The company reserves the right to change the composition
while naturally keeping the charactenristics unchanged.

The company takes on solely responsibility for the product up to the departure of the material from our deposit, while the application, use and processing are the
exclusive responsibility of the customer or the applicatonr.

The company reserves to modify the composition keeping the characteristics naturally unchanged. We decline all responsibility for the incorrect use and application
of materials other than those recommended from the Natural Calk Line.

Arte e Mestieri

sionani Casarsesi, 15 33072 Casarsa della Delizia (PN)
aturalcalk.com




FINISH

Lime Milk Colour

FIN.TIN.LAT.CAL = FIN.TIN.LAT.CAL.COL | FIN.TIN.LAT.CAL.5

TINTA AL LATTE DI CALCE PLUS § FIN.TIN.LAT.CAL.PLUS ACC RE D |A
FIN.TIN.LAT.CAL.PLUS.5 = FIN.TIN.LAT.CAL.COL.PLUS

FIN.TIN.LAT.CAL.COL.PLUSS5 LAB N° 1035L

Specification item

Natural Calk LIME MILK COLOUR is a ready-to-use lime wall paint

for indoor and outdoor to be diluted with water and possibly to be
pigmented, consisting of a long-seasoned lime putty according to UNI
EN 459-1, natural earths, inorganic oxides and 100% natural additives,
which give the substrate high adhesion. Made up of a particular
crystalline structure. Thanks to the high breathability of the product,
a water balance of the masonry and an optimal microclimate of the
environments is obtained. Natural Calk Lime Milk Color also has a
natural disinfectant and bactericidal powen, given by the Ph of the
lime of which it is composed, and resists the alkaline attack. Easy

to apply, with an optimal viscosity index, by brush, roller or spray,

it is safe and non-toxic neither for the operator nor for the treated
environments. It creates no waste and there is no waste. It is rot-
proof. It is fireproof and, in contact with the flame, it does not give off
toxic fumes; it is free from gas and VOC. For the methods of use and
application, it is recommended to carefully follow all the indications
and recommendations listed in the product data sheet.

The company takes on solely responsibility for the product up to the departure of the material from our deposit, while the application, use and processing are the
exclusive responsibility of the customer or the applicatonr.

The company reserves to modify the composition keeping the characteristics naturally unchanged. We decline all responsibility for the incorrect use and application
of materials other than those recommended from the Natural Calk Line.

Arte e Mestieri

sionani Casarsesi, 15 33072 Casarsa della Delizia (PN)
aturalcalk.com




