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Product Description

Primenr 12 is ideal for rustic and civil plasters, floured plasters, old wall
surfaces, porous and absorbent substrates.

The product has excellent characteristics of penetration,
consolidation and transpiration of the suppont.

It gives compactness to the plaster by facilitating the anchoring of
lime-based products, ancient stuccos, smoothing, thick paints, glazing
decorations.

It has a slight odour of white spirit; a face mask should be worn during
application.

PACKAGING 1-5-20 litres

Features

Composition: fluorinated in white spirit dispersion;

Specific weight: 1kg/l;

PH: 6;

Storage temperature: + 2°C. -

+ 35°C. It fears frost; Reaction to fire: non-combustible material;

Toxicity. No VOG;
Colour: transparent straw yellow

The company takes on solely responsibility for the product up to the departure of the matenrial from our deposit, while the application, use and processing are the
exclusive responsibility of the customer or the applicatonr.

The company reserves to modify the composition keeping the characteristics naturally unchanged. We decline all responsibility for the incorrect use and application
of materials other than those recommended from the Natural Calk Line.
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Fields of use

Internal external walls, particularly suitable as a base coat for
smoothing, antique stucco, decorative plasters.

Preparation of substrates

Clean the surfaces to be painted, removing any flaking parts. In the
case of new plasters, the substrate must be well dry and cured.

Application procedure

PRIMER 12 is ready for use.
It should be applied in one coat with a brush or roller.

Drying time 1-2 hours, for total drying 10-12 hours at a tempenrature
of 20°C. with 70% humidity

Finishes: Plasters, marmorino shavings and paints.

Safety information

The product is free from metals according to CAM building
regulations. Solution in aqueous dispersion.

Product, no VOC.

The usual precautions for handling products in aqueous solution are
suggested.

No particular precautions are required for storage and handling;
the containers, residues and any spills must be collected using inenrt
absorbent materials such as: sand, earth. It must be disposed of in
compliance with the national or regional provisions in force.

Transportation must take place in compliance with international
agreements.

The company takes on solely responsibility for the product up to the departure of the material from our deposit, while the application, use and processing are the
exclusive responsibility of the customer or the applicatonr.

The company reserves to modify the composition keeping the characteristics naturally unchanged. We decline all responsibility for the incorrect use and application
of materials other than those recommended from the Natural Calk Line.
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Specification item

For old and patched plaster, facades. Composed of naturally seasoned
lime putty obtained by firing limestone with soft flame (wood)
according to UNI EN 459-1, selected aggregates, guaranteed free from
cement and chemical additives as required by EEC 89/106/EEC UNI EN
ISO 7783:2019 — UNI EN 1062-32008 UNI EN 1542:2000 standanrds.

The company takes on solely responsibility for the product up to the departure of the material from our deposit, while the application, use and processing are the
exclusive responsibility of the customer or the applicatonr.

The company reserves to modify the composition keeping the characteristics naturally unchanged. We decline all responsibility for the incorrect use and application
of materials other than those recommended from the Natural Calk Line.
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